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Helicopters Used as Lifting Machines
Chapter 296-829 WAC   

Statutory Authority

296-829-100 Scope.

[Statutory Authority:  RCW 49.17.010, .040, .050, and .060.  04-09-009 (Order 03-28), 
§ 296-829-100, filed 04/20/04, effective 09/01/04.]

296-829-200 Design and installation requirements for helicopters.

[Statutory Authority:  RCW 49.17.010, .040, .050, and .060.  04-09-009 (Order 03-28), 
§ 296-829-200, filed 04/20/04, effective 09/01/04.]

296-829-20005 Follow Federal Aviation Administration (FAA)   
  requirements.

[Statutory Authority:  RCW 49.17.010, .040, .050, and .060.  04-09-009 (Order 03-28), 
§ 296-829-20005, filed 04/20/04, effective 09/01/04.]

296-829-20010 Install and test hooks on helicopters correctly.

[Statutory Authority:  RCW 49.17.010, .040, .050, and .060.  04-09-009 (Order 03-28), 
§ 296-829-20010, filed 04/20/04, effective 09/01/04.]

296-829-300 Maintenance. 

[Statutory Authority:  RCW 49.17.010, .040, .050, and .060.  04-09-009 (Order 03-28), 
§ 296-829-300, filed 04/20/04, effective 09/01/04.]

296-829-30005 Keep landing and deposit areas safe.

[Statutory Authority:  RCW 49.17.010, .040, .050, and .060.  04-09-009 (Order 03-28), 
§ 296-829-30005, filed 04/20/04, effective 09/01/04.]

296-829-30010 Follow safe refueling procedures.

[Statutory Authority:  RCW 49.17.010, .040, .050, and .060.  04-09-009 (Order 03-28), 
§ 296-829-30010, filed 04/20/04, effective 09/01/04.]

SA-1



1 • 8 0 0 • 4 B E  S A F E      ( 1 • 8 0 0 • 4 2 3 • 7 2 3 3 )

09/04

Helicopters Used as Lifting Machines
Chapter 296-829 WAC

Statutory Authority
296-829-400 Operating the helicopter.

[Statutory Authority:  RCW 49.17.010, .040, .050, and .060.  04-09-009 (Order 03-28), 
§ 296-829-400, filed 04/20/04, effective 09/01/04.]

296-802-40005 Hold daily briefings.

[Statutory Authority:  RCW 49.17.010, .040, .050, and .060.  04-09-009 (Order 03-28), 
§ 296-829-40005, filed 04/20/04, effective 09/01/04.]

296-829-40010 Make sure employees are dressed correctly.

[Statutory Authority:  RCW 49.17.010, .040, .050, and .060.  04-09-009 (Order 03-28), 
§ 296-829-40010, filed 04/20/04, effective 09/01/04.]

296-829-40015 Make sure loads are attached correctly.

[Statutory Authority:  RCW 49.17.010, .040, .050, and .060.  04-09-009 (Order 03-28), 
§ 296-829-40015, filed 04/20/04, effective 09/01/04.]

296-829-40020 Make sure the load is handled correctly.

[Statutory Authority:  RCW 49.17.010, .040, .050, and .060.  04-09-009 (Order 03-28), 
§ 296-829-40020, filed 04/20/04, effective 09/01/04.]

296-829-500 Definitions.

[Statutory Authority:  RCW 49.17.010, .040, .050, and .060.  04-09-009 (Order 03-28), 
§ 296-829-500, filed 04/20/04, effective 09/01/04.]


